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NAME PLATE FOR BRIDGES

OFF-RD OPERATIONS, 2L, 2W, MORE THAN 4.5 m (15") AWAY

OFF-RD OPERATIONS, 2L, 2W, 4.5 m (15°) TO 600 mm (24”) FROM PAVEMENT EDGE

OFF-RD MOVING OPERATIONS, 2L, 2W DAY ONLY
LANE CLOSURE, 2L, 2W, DAY ONLY, FOR SPEEDS >= 45 MPH
LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

LANE CLOSURE, 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY, FOR SPEEDS >= 45 MPH

LANE CLOSURE, 2L, 2W MOVING OPERATIONS-DAY ONLY

LANE CLOSURE, 2L, 2W, BRIDGE REPAIR WITH BARRIER

LANE CLOSURE, 2L, 2W, PAVEMENT WIDENING, FOR SPEEDS >= 45 MPH
LANE CLOSURE, 2L, 2W, WITH RUN-AROUND, FOR SPEEDS >= 45 MPH
TRAFFIC CONTROL DEVICES

TEMPORARY CONCRETE BARRIER

TYPICAL PAVEMENT MARKINGS

GENERAL NOTES

ALL ELEVATIONS SHOWN REFER TO U.S.G.S. DATUM UNLESS OTHERWISE NOTED.

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE"” AT
800-892-0123 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND
GAS FACILITIES. (48 HOUR NOTIFICATION IS REQUIRED)

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY
COMPANIES AND THE LOCAL AGENCIES.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE
ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

A ST TTE—T

BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE
RESURFACING MEETS EXISTING PAVEMENT), IN ACCORDANCE WITH THE “BUTT
JOINT AND BITUMINOUS TAPER DETAILS” SHEET INCLUDED IN THE PLANS,
UNLESS OTHERWISE SPECIFIED.

WHERE SECTION, SUBSECTION, SUBDIVISION OR PROPERTY MONUMENTS. ARE EN-
COUNTERED, THE ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE
REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL
PROPERTY MARKERS AND MONUMENTS UNTIL THE OWNER, AN AUTHORIZED
SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR
LOCATION.

THE THICKNESS OF BITUMINOUS MIXTURE SHOWN ON THE PLANS IS THE NOMINAL
THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED
WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING
SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE IS PLACED.

SAW CUTTING: A SAW CUT SHALL BE REQUIRED TO THE FULL DEPTH AT THE
JOINT BETWEEN PAVEMENT, SIDEWALK, CURB AND GUTTER, MEDIAN, DRIVEWAY
PAVEMENT, BITUMINOUS SURFACES TO BE REMOVED AND THAT LEFT IN PLACE OR
AS DIRECTED BY THE ENGINEER. THIS WORK SHALL NOT BE PAID FOR
SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE REMOVAL ITEMS.

A MINIMUM THICKNESS OF 4 INCHES OF TOPSOIL SHALL BE PLACED OVER THE
ENTIRE AREA TO BE SODDED OR SEEDED.

WHEREVER CONCRETE MASONRY WALLS, HEADWALLS, OR OTHER OBSTRUCTIONS ARE
ENCOUNTERED, THEY SHALL BE REMOVED TO AN ELEVATION OF 1 FOOT BELOW
THE ESTABLISHED GRADE OR SUBGRADE AS SHOWN ON THE PLANS. SUCH WORK
SHALL BE CONSIDERED INCLUDED IN EARTH EXCAVATION.

THE LOCATIONS OF EXISTING WATER MAINS, GAS MAINS, SEWERS, ELECTRIC
POWER LINES AND OTHER UTILITIES AS SHOWN ON THE PLANS ARE BASED ON
FIELD INVESTIGATIONS AND THE BEST INFORMATION AVAILABLE, BUT THEY ARE
NOT GUARANTEED. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TC
ASCERTAIN THEIR EXACT LOCATIONS FROM THE UTILITY COMPANIES AND BY
FIELD INSPECTION.

THE CONTRACTOR SHALL PROVIDE FOR TEMPORARY DRAINAGE UNTIL THE FINAL
SURFACE IS PLACED. COST SHALL BE INCLUDED IN EARTH EXCAVATION.

ANY AGGREGATE SUBGRADE, 12 DAMAGED BY THE CONTRACTOR’S VEHICLES,
TRUCKS OR EQUIPMENT IS TO BE REMOVED AND REPLACED AT THE
CONTRACTOR’S EXPENSE, AND NO ADDITIONAL COMPENSATION WILL BE
MADE FOR THIS WORK.

NO ADDITIONAL COMPENSATION WILL BE MADE FOR REMOVAL OF STUMPS OR TREE
ROOTS THAT ARE IN CONFLICT WITH PROPOSED IMPROVEMENTS.

ADDED EXPENSE INVOLVED IN CONNECTING EXISTING DRAIN TILES, PIPE CULVERTS,
OR STORM SEWERS TO THE PROPOSED DRAINAGE SYSTEM SHALL BE CONSIDERED
INCLUDED IN OTHER DRAINAGE ITEMS.

UNDERDRAIN SLOPEWALL AND PIPE REMOVAL SHALL BE INCIDENTAL TO EARTH
EXCAVATION.

THE CONTRACTOR MUST BE IN COMPLIANCE WITH THE 404 PERMIT AT
ALL TIMES.

WHEN ARTIFICIAL LIGHTING IS USED IN NIGHT OPERATIONS, THE CONTRACTOR
SHALL EXERCISE THE UTMOST PRECAUTIONS IN PREVENTING ADVERSE
VISIBILITY TO THE MOTORING PUBLIC AND ADJOINING RESIDENTIAL AREAS.
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GENERAL NOTES

20, FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM
OF FOUR SANDBAGS PER BARRICADE.

2. 10 FT. (3 m) TRANSITIONS SHALL BE USED 7O MATCH PROPOSED ITEMS IN THE
FIELD, UNLESS OTHERWISE SHOWN. THE TRANSITIONS SHALL BE PAID FOR AT THE
CONTRACT UNIT PRICE FOR THE PROPOSED ITEM OF WORK SPECIFIED.

22, THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE
VARIOUS BITUMINOUS LIFTS.

23. THE REMOVAL OF EXISTING ENTRANCE CULVERTS SHALL BE INCLUDED IN THE
COST OF EARTH EXCAVATION.

24, THE BITUMINOUS MATERIAL PRIME COAT QUANTITIES HAVE BEEN DETERMINED
USING A RATE OF 0.44 gﬁl/yd2 (2.0 L/m?)

25. THE ROW AS SHOWN IS APPROXIMATE. THE ROW AND EASEMENTS SHALL BE
YERIFIED WITH THE PLAT OF HIGHWAY BY THE ENGINEER PRIOR TO THE
BEGINING OF CONSTRUCTION. PLAT OF HIGHWAY TO BE PROVIDED BY THE
VILLAGE OF MOKENA.

COMMITMENTS

1, THE CONTRACTOR SHALL CONTACT THE VILLAGE OF MOKENA DEPARTMENET OF PUBLIC WORKS
AT (708) 479-3927 AT LEAST 48 HOURS IN ADVANCE OF WORKING ON ANY VILLAGE FACILITIES
INCLUDING VILLAGE UTILITIES.

Ng&é/ISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
U.S. RTE. 30 OVER STREAM
0.3 MI. W. OF WOLF RD.
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